
Ordering

Information

Face Seal
Size

L C d T
Tube O.D

W.T.

inch mm inch mm inch mm inch inch / mm mm inch

V-GL-1/8-W 1/8 36.1 1.42 19.1 0.75 1.9 0.07 1/8" - 0.028

V-GL-1/4 X 1/8-W 1/4 36.1 1.42 19.1 0.75 1.9 0.07 1/8" - 0.028

V-GL-1/4-W 1/4 43.2 1.70 19.1 0.75 4.6 0.18 1/4" - 0.035

V-GL-3/8-W 1/2 45.5 1.79 19.1 0.75 7.7 0.30 3/8" - 0.035

V-GL-1/2-W 1/2 45.5 1.79 19.1 0.75 10.2 0.40 1/2" - 0.049

V-GL-1/2-W 1.41 1/2 35.8 1.41 9.6 0.38 10.2 0.40 1/2" - 0.049   

V-GL-1/2-W W.T.=0.065 1/2 45.5 1.79 19.1 0.75 9.5 0.37 1/2" - 0.065

V-GL-1/2 X 1/4-W 1/2 45.5 1.79 19.1 0.75 4.6 0.18 1/4" - 0.035

P-GL-3/4-W W.T.=0.049 3/4 51.6 2.03 19.1 0.75 16.6 0.65 3/4" - 0.049

P-GL-3/4-W W.T.=0.065 3/4 51.6 2.03 19.1 0.75 15.8 0.62 3/4" - 0.065

P-GL-1-W W.T.=0.065 1 58.9 2.32 19.1 0.75 22.1 0.87 1" - 0.065

V-GL-6MM-W 1/4 43.2 1.70 19.1 0.75 4.0 0.16 6mm 1.00 -

V-GL-8MM-W 1/4 43.2 1.70 19.1 0.75 6.0 0.24 8mm 1.00 -

V-GL-10MM-W 1/2 45.5 1.79 19.1 0.75 8.0 0.31    10mm 1.00 -

V-GL-12MM-W 1/2 45.5 1.79 19.1 0.75 10.0 0.39 12mm 1.00 -

P-GL-18MM-W 3/4 51.6 2.03 19.1 0.75 15.0 0.59 18mm 1.50 -
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LONG GLAND 
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